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*kk

Bend Development Code

Rename 3.3.300 Vehicle Parking Standards for On-Site Requirements to 3.3.300 Vehicle Parking Standards
for-On-Site-Reguirements-throughout the BDC.

Chapter 1.2
DEFINITIONS

*kk

Change of use means a change in the essential character or nature of the activity conducted on a lot, as

evidenced by:
1. A change from one use to another permitted or conditional use; or
2. A change in proportion of space devoted to uses within a property; or

3. Anincrease in the-parking-demand; traffic generation, water demand or wastewater demand as calculated

pursuant to existing City regulations.

*kk
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Electrical service capacity means a designated location or space for electrical service, if not actual service,

and a conduit system from that location to the parking spaces. The conduit system must be able to support

wiring for installation of Level 2 or above electric vehicle charging stations.

*kk

BDC Chapter 2.1

RESIDENTIAL DISTRICTS (UAR, RL, RS, RM-10, RM, RH)

*%kk

2.1.1100 Other Design Standards.

K%k

*kk

Chapter 2.7

SPECIAL PLANNED DISTRICTS, REFINEMENT PLANS, AREA PLANS AND MASTER PLANS

*%k%k

Article |. Lave Ridge Refinement Plan

*k%k

C. Street and Pedestrian Standards. Street and pedestrian standards shall must be consistent with the

requirements of the Bend Comprehensive Plan and the Zoning Ordinance, except as set forth below:

*k%k

7. Hammerhead Streets. Hammerhead streets meeting the following design standards may be permitted

in the Lava Ridge Refinement Plan RM and RS Zones.

*k%k
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L k. Landscaping on interior of hammerhead cluster shal-be is required in area from house to edge of

pavement.

m- |. Street Frontage. Houses on lots fronting a public street, except an arterial, shall face the public

street.
A= m. Building setback shall be the same as the underlying zone unless modified in the plat.

o— n. Fences or walls adjacent to an arterial shall be approved at the time of plat. Walls shall be built
with varied texture and materials and shall comply with any adopted design standards. The
maximum height shall be six feet except where the elevation between the arterial street and the lot
line exceeds eight feet, in which case reductions to the wall or fence height may be required. The
area between the fence or wall and the arterial curb shall be landscaped and maintained by

abutting property owner(s) or homeowners association.

p- 0. Fencing. On hammerhead and public streets, except arterials, fences within the yard setback
area may not exceed three and a half feet in height. A fence up to six feet in height may be
constructed outside of the setback area; provided, that it is no closer to the street than the building

face. A fence up to six feet in height may be constructed on rear lot line.

*%k%

Article Il. NorthWest Crossing Overlay Zone

*%k%k

2.7.310 Definitions

*k%k

F. Parking district means the area designated for common parking lots or facilities in the two NorthWest
Crossing Commercial/Mixed Employment Districts. Each Commercial/Mixed Employment District has

areas designated for common off-street parking lots or facilities designed-te-serve-the-minimum-parking

eed or-permitted- uses-inthe Comme 3 mited-and-Mixed Emplovment D 1 _Thedesignated

parking areas will be located behind or at the side of buildings permitted in the Parking District, or on
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private streets within the Parking District. The designated common parking areas will allow all buildings to
be close to the street to create a lively pedestrian-oriented commercial streetscape. A public entrance to all

buildings shalt must be on the primary street frontage.

*kk

2.7.320 Districts.

*k%k

E. Residential Cluster Overlay District.

*kk

4. Development Standards and Site Requirements for Cluster Housing Developments.

*kk

d. Parking Location and Screening. The parking location and screening standards are designed to
ensure minimal visual impact from vehicular use and parking areas for residents of the NorthWest
Crossing Cluster Housing Overlay District and adjacent properties, and to maintain a single-unit

character along public streets.

i. A-minimum-ofoneparking-space No parking minimum and a maximum of two parking spaces
are-reguired for each cottage.

ii. A parking area is a location for two or more contiguous vehicle spaces-which-arerequiredto
meetthe-minimum-parking-requirements—and are not within a garage or carport. Parking

areas:

*k%k

F. Residential High Density Multiple-Unit Overlay District.

*%k%k
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*k%k

G. Residential Mixed-Use Overlay District.

*kk

*kk

*kk

*%k%k

11. Off-Street Parking Standards.

Each live/work house or live/work townhome may have no more than twe four off-street spaces in

Community commercial uses shall must have a-minimum-of-one-off-street-vehicleparking-spacefor
each-500-square-feet-of-floorareaand-a minimum of four covered bicycle parking spaces. The

maximum number of off-street parking spaces for a community commercial building is five, including

one disabled accessible space, if required.

H. Commercial/Mixed Employment Overlay District.

*%k%k

1.

Purpose and Applicability. This district applies to all land zoned Commercial Limited and Mixed
Employment within the NorthWest Crossing Overlay District. The purpose of this district is to allow a
special front yard setback that is not permitted in the underlying Commercial Limited and Mixed
Employment Zones and to create parking districts. The purpose of the parking districts is to allow
minimum parking reeds to be met provided in common, shared, off-site parking lots. The special

setback and parking districts will create a pedestrian-friendly, main-street environment.

Parking District Standards.

a. Each Commercial/Mixed Employment District will may have areas designated for common off-

street parking lots and streets designed to serve-the minimum provide parking needs for permitted
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and conditional uses in the Commercial Limited and Mixed Employment Zones. There is no

minimum parking required in the designated areas for parking.

b. Buildings shalt must be located on and oriented to the streets and the parking lots will be located

in the interior of the site or at the sides of buildings. The designated common parking areas will

allow all buildings to be close to the street to create a pedestrian-scale street environment.

f—d. Designated pedestrian access from the common district parking areas to the street and entrances

to the commercial uses shall must be provided.

g- €. All buildings must have at least one primary entrance directly fronting a public or private street.

h- f. The Parking District facilities shall must be managed and maintained by an association of building

owners in the Commercial/Mixed Employment Districts.

& g. Parking for any secondary, second-story residential use shalt may be provided in assigned and

reserved parking spaces, or through City approval of a shared or joint use agreement evidenced

by a deed, lease, contract or other legal agreement. Reserved-residential-parking-spaces-shall-not
. : 1
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§ h. Parking lot landscaping will meet or exceed minimum City standards.

*kk

Article V. Waterway Overlay Zone (WOZ)

*k%k

2.7.630 River Corridor Areas of Special Interest Sub-Zone.

*%kk

B. Development Credit. When an applicant preserves a River Corridor Area of Special Interest, the
development potential for the preserved area may be transferred to the balance of the parcel for

development or applied to the subject property as indicated below:

K%k

2. Where the applicant preserves a River Corridor Area of Special Interest, the property owner may
initiate one or more of the activities listed below; provided, that the compensation does not exceed the

benefit of the ASI protection as determined through the land use permit process.

a. Substitute the area of the preserved ASI as the equivalent required on-site landscaping;

¢ b. Reduce the front yard setback up to 50 percent of the standards required for the applicable zone.

*%k%

Article VI. Upland Areas of Special Interest Overlay Zone

2.7.700 Upland Areas of Special Interest Overlay Zone

*k%k

D. Development Standards. The ASI Boundary is delineated by the outside edge of the boundary line shown

on the Bend Comprehensive Plan Map and the City Zoning Map. No development as defined in this
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chapter shall must occur within an Upland Area of Special Interest boundary unless expressly permitted by

the provisions of this chapter.

The development standards shall apply to structures, fences, impervious surfaces including streets and
driveways except where provided for in this section and landscaping as described in subsection (D)(5) of
this section. In addition, no stock piling of fill materials, parking or storage of equipment or personal

property shall must be placed within an Upland Area of Special Interest.

*%kk

6. Development Credit. When an applicant preserves an Upland Area of Special Interest, the
development potential for the preserved area may be transferred to the balance of the parcel for

development or applied to the subject property as indicated below:

*kk

b. Where the applicant preserves an Upland Area of Special Interest, the property owner may initiate
one or more of the activities listed below; provided, that the compensation does not exceed the

benefit of the ASI protection as determined through the land use permit process.

*Substitute the preserved ASI as the equivalent required on-site landscaping;

*Reduce the front yard setback up to 50 percent of the standards required for the applicable zone;

*Develop accessory dwelling units on lots abutting an area of special interest.

*%k%k

Article X. Central Oregon Community College (COCC) — Special Planned District/Overlay Zone

*%k%k
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parkingregquirementsof BDC Chapter-3-3—Repealed by Ord. NS-XXXX

K%k

Article XIV. Bend Central District

*k%k

2.7.3205 Bend Central District Purpose.

A. The Bend Central District is intended to implement the goals and objectives for the creative redevelopment
of the central Third Street Corridor and surrounding areas west to the Parkway and east including 4th

Street as indicated below:

*kk

*kk

2.7.3250 Parking Standards.

forCertain-Uses. Unless-otherwise-noted-here—othersections-of In addition to BDC Chapter 3.3, Vehicle

Parking, Loading and Bicycle Parking, the following standards apply-:
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a A. Parking on the ground floor within a structure must be designed so that parked vehicles are

screened from view at street level.

b. B. Parking is allowed on the side and rear of buildings. If located on the side, the parking area may not
exceed 50 percent of the total lineal frontage of the site and must be set back 10 feet from the front
property line or three feet behind the front building facade, whichever is greater. For corner lots, the
parking area may not exceed 50 percent of the total lineal frontage for all front property lines and

frontages.

e C. Parking and maneuvering areas including driveways are prohibited between the street and the front

of the building.

*kk

Article XV. Southeast Area Plan

*kk

2.7.3320 General Commercial Districts (CG).

*kk

D. Special Standards and Regulations for Certain Uses.

*%k%k

1. Standalone residential uses, including live/work townhome dwelling units, that are not part of a mixed-

use development must meet the following standards:

*%k%k

pumber—See BDC Chapter 3.3, Vehicle Parking, Loading and Bicycle Parking.
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*kk

2.7.3360 Tree Preservation and Rock Outcropping Standards.

*kk

B. Tree Preservation.

1. For sites two acres or larger, at least 50 percent of all trees measuring 24 inches in diameter or greater
as measured four feet above the ground (known as DBH, “diameter at breast height”) must be retained

on site unless exempted in subsection (B)(4) of this section.

2. Site Plan Review Incentives. As part of a site plan review application under BDC 4.2.500, the City may
allow one or more of the following incentives when more than 50 percent trees with a DBH of 24

inches are preserved:

a. Reduction of setbacks up to 30 percent.

€& b. Increased lot coverage up to 20 percent.

&= c. Reduced landscape coverage up to 10 percent.

e. d. A 10-foot increase in building height above the height of the underlying zone and in addition to

the increase in building height allowance for affordable housing units per BDC 3.6.200(C)(4)(b).

*kk

4. Exemptions. Trees protected under subsection (B) of this section may be removed only if:

*kk
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b. A site undergoing development review includes a public facility or school and the removal of trees
with a DBH of 24 inches or greater is necessary to accommodate buildings;-or accessory uses
(e.qg., ball fields)-and-required-parking as demonstrated on the Tree Protection Plan. Trees not
within the building footprint or footprint of the accessory use(s) erreguired-parking must be

retained.

*kk

D. Significant Rock Outcrop Areas. Significant rock outcrop areas are defined as rocks or clusters of naturally
occurring rock that (1) have at least one point a height of at least eight feet from the surrounding terrain,

and (2) are over 3,000 square feet in area.

*kkk

3. Site Plan Review Incentives. As part of a site plan review application under BDC 4.2.500, the City may

allow one or more of the following incentives when a significant rock outcrop area is preserved:

a. Reduction of setbacks up to 30 percent.

€ b. Increased lot coverage up to 20 percent.

d- c. For public facilities, an increase in maximum parking by up to 15 percent.

*kk

Article XVII. Oregon State University — Cascade Overlay Zone

*kk

2.7.3550 Parking and Loading.

containedin-Ordinance-NS—-2309: The general locations of possible parking areas as depicted in Figure

2.7.3550.A must comply with the following:
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*k%k

2.7.3580 Transportation and Parking Demand Management Plan.

A. Applicability. The following Transportation and Parking Demand Management Plan (TPDM Plan) applies to

all development within the Oregon State University — Cascades Overlay Zone.

B. Trip and-Parking Reduction Measures. The TPDM Plan-mustinclude-the-measures-setforth-inTable
2-7-3580-Band-may include any measures identified in Table 4.8.500, Trip and-Parking Reduction Measures,

if such additional measures are adopted through site plan approvals, consistent with BDC 4.8.800.

Facility-Provision-Measures
Reduction
5%
5%
5%
5%

C. Ongoing Patrticipation, Monitoring and Reporting. The applicant is required to commit to ongoing
participation in the TPDM plan in its deeds, tenant leases, codes, covenants and restrictions and is subject
to ongoing monitoring and tracking of the activities undertaken to implement the approved measures and

their results.
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Article XVIII. 15" Street School Overlay Zone.

*%k%

2.7.3670 Access, Landscaping and Parking.

*k%k

D. Vehicle Parking, Loading and Bicycle Parking (BDC Chapter 3.3).

1. Notwithstanding BDC 3.3.300(C)(1) and (2), parking may be located within the front yard setbacks of

the private local street.

2. Ten percent of the vehicle parking spaces provided on-site must be reserved for carpool, vanpool or

carshare vehicles and located in the most desirable on-site location.

3. Twice as many covered, secured bike parking racks as required by BDC Chapter 3.3 must be

provided.
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*k%k

Article XIX. Discovery West Master Planned Development

*kk

2.7.3770 Residential Mixed Use District.

*%k%k

G. Special Standards for Live/Work Townhomes.

*kk

4. Vehicle and bicycle parking must be in accordance with BDC Chapter 3.3, Vehicle Parking, Loading
and Bicycle Parking. N
townhome-

K%k

H. Special Standards for Cluster Housing Developments. Cluster housing development provides an
alternative housing type to satisfy the attached single-unit housing requirement of BCP Policy. The cluster

housing development type supports the following principles:

*k%k

4. Parking. Vehicle and bicycle parking must be in accordance with BDC Chapter 3.3, Vehicle Parking,

Loading and Bicycle Parking. (Amended by the Planning Commission on November 28, 2022)

(Amended by the Planning Commission on November 28, 2022)
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*k%k

Article XXI. Petrosa Master Planned Development

*kk

2.7.3950 Residential Zoning Districts.

*kk

J. Additional Standards for Live/Work Townhomes.

K%k

2. Vehicle and bicycle parking must be in accordance with BDC Chapter 3.3, Vehicle Parking, Loading
and Bicycle Parking. N
townhome-

L. Additional Standards for Residential Mixed-Use Development.

*kk

Bieyecle-Parking: Off-street parking for commercial uses is subject to the following standards:

a. Off-street parking, driveways and other vehicular use and circulation areas must not be placed

between a building and the street.

b. Where off-street parking is adjacent to a street, the parking and maneuvering area must be

separated from the right-of-way by a three-foot minimum landscape planter.

c. Innoinstance may there be more than six off-street parking spaces per site.

*%k%k

Article XXIV. Stevens Ranch Master Planned Development
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*k%k

2.7.4250 Residential.

*kk

K. Additional Standards for Live/Work Townhomes.

*kk

2. Vehicle and bicycle parking must be in accordance with BDC Chapter 3.3, Vehicle Parking, Loading
and Bicycle Parking. N
townhome-

*kk

Chapter 3.1

LOT, PARCEL AND BLOCK DESIGN, ACCESS AND CIRCULATION

K%k

3.1.400 Vehicular Access Management.

*k%k

F. Access Management Requirements.

*k%k

4. Additional Access Points.

a. Single-unit detached dwellings may have an additional access point in compliance with the

following:

*k%k

iii. Alley access may be allowed when the lot or parcel has an existing permitted street access. If

therequired on-site parking is provided off the alley, the City Engineer may require the street
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access to be closed and replaced with curbing, sidewalks/pathways, and landscaping, in

accordance with the provisions of this code and the City standards and specifications.

*kk

Chapter 3.3
VEHICLE PARKING, LOADING AND BICYCLE PARKING

3.3.100 Purpose.

The purpose of this chapter is to provide basic and flexible standards for the development of vehicle parking,
loading and bicycle parking. The design of parking and loading areas is critically important to the viability of
some commercial areas, pedestrian and driver safety, the efficient and safe operation of adjoining streets, and
community image and livability. Because vehicle-parking facilities can occupy large amounts of land, they must
be planned and designed carefully to use the land efficiently while maintaining the visual character of the

community.

This chapter alse provides standards for bicycle parking because many people use bicycles for recreation,

commuting, and general transportation. Children as well as adults need safe and adequate spaces to park their

bicycles throughout the community.

3.3.200 Applicability.

All development within the City of Bend shall must comply with the provisions of this chapter.

3.3.300 Vehicle Parking Standards for On-Site Regquirements Parking.
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>

Minimum Number of Parking Spaces. There are no minimum parking requirements in the City of Bend.

For accessible parking space requirements, see BDC 3.3.300.G, ADA Accessible Parking Spaces.

|0

Maximum Number of Parking Spaces. The number of parking spaces provided by any particular use in

ground surface parking lots must not exceed the number of parking spaces provided in Table 3.3.300,

Maximum Off-Street Vehicle Parking Spaces. Spaces provided on-street, or within the building footprint of

structures, such as in rooftop parking, tuck-under parking or under-structure parking, or in multi-level

parking above or below surface lots, do not apply toward the maximum number of allowable spaces.

Where a fractional number of spaces results, the maximum number of spaces is rounded down to the

nearest whole number. This section does not apply to single-unit detached, accessory dwelling units,

manufactured dwellings, duplexes, triplexes, guadplexes, townhomes, live/work townhomes and cottage

developments. (Relocated from BDC 3.3.300.E)

Table 3.3.300. Regquired Maximum Off-Street Vehicle Parking Spaces

Use

Minimum-Reguirement-Maximum Parking Spaces

Residential

el .
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Use Minimum-Reguirement-Maximum Parking Spaces
Bed and breakfast inns 1.5 space per bedroom, plus 1 space for the
manager or proprietor
Shoert-termrentals SeeBDGC3-6-500(H)
Duplex-and-triplex Nene
development
: ) K el .

Multi-unit residential

Studio units or 1-bedroom units — 1.5 spaces/per unit

2-bedroom units — &5 2.25 spaces per unit

3- or more bedroom units — 2 3 spaces per unit

. : . I
1 space-perunit

. . includi :
| irelividuall

¥ el .

Development alternatives

See BDC Chapter 3.8, Development Alternatives

Commercial

General commercial such as retail trade, services,

1 space per 200 square feet

and office uses (including medical and dental offices,

clinics and laboratories, alternative health care)

. ithin the C . ' oot of
.
. . oot f

Bulk-and oQutdoor retail trade and services,
including: auto, boat or trailer sales, retail nurseries,
lumberyards, and similar bulk retail uses (Amended
by the Planning Commission on November 28,
2022)

1 space per 1,000 700 square feet of gross floor
area

DRAFT Page | 21



Use

Minimum-Reguirement-Maximum Parking Spaces

Bulky merchandise (appliance, furniture)

1 space per 500 square feet of gross floor area

Commercial storage (e.g., ministorage, self-storage)

1 space per 6,000 4,000 square feet of net leasable

square footage,-with-up-te-half-the required-spaces
| iated dri itted .

dirmarkedHtortrucksand-ethertarge-vehieles.

Entertainment (e.g., theaters, clubs, and other
completely enclosed amusement uses)

1 space per 43 2.66 seats (Amended by the
Planning Commission on November 28, 2022)

Hotels/motels

1.5 space for each guest room, plus 1 space for the
manager

Laundromats-and-dryscleaners

1 spaceper350-squarefeetof customeruse-area;
plus-2-spaces-per-3-employees-on-thelargest-shift

" rlud: ieal fices.
b . e healt

I spaceper350-squarefeetofgrossfloorarea

Restaurants and bars {subject-to-BBC-3.6:300{3)}10)

1 space per 200 150 133 square feet of gross
leasable floor area

L : . irod
parking-standards.

(Amended by the Planning Commission on

November 28, 2022)

. .
+ Generattrade + 1 space per350-squarefestof gross-Hoorarea
handise {apph furniture) : : :

Industrial Uses

Heavy industrial and public/private utilities (e.q.,
natural gas, electricity, telephone, cable, and similar

facilities)

1 space per 2-employees-on-thelargest-shift-orfor
each-1;000 700 square feet of gross floor area, plus
1 space per company vehicle

Light manufacture and production businesses (e.g.,
electronic equipment, printing, bindery, furniture,
bakery, crafts, call center and similar uses)

1 space per 2-employees-on-theltargest-shift-orfor
each-700 500 square feet of gross floor area, plus 1
space per company vehicle
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Use

Minimum-Reguirement-Maximum Parking Spaces

telephone;cable;and-similarfacilities) (Moved up to

heavy industrial)

hicle:a mini :
. rod

Warehousing and distribution

1 space per 2,000 1,500 square feet of gross floor
area

Public and Institutional Uses

Adult-day-care

¥ ol .

Child care facility

1-space-per2-employees;a-minimum-of 2 spaces-is
required-1 space per 200 square feet (Similar to
other service uses)

Clubs, lodges, similar uses

1 space per 3 2 persons allowed by Building Code in
the main assembly room or auditorium

Community, neighborhood and regional parks and
recreational facilities (Amended by the Planning

Commission on November 28, 2022)

1 space per 16;600-7,000 square feet of gross area
or 1 space per 0600 700 square feet of building floor

area, whichever is greater—or-asreguired-by-a

Golf courses, including miniature golf

2 3 spaces per hole, plus additional spaces for
auxiliary uses as required listed elsewhere in this
section

Government — limited point of service (e.g., public
works yards, vehicle storage, etc.)

1 space per 2-1.5 employees on the largest shift or 1
space for each 500 350 square feet of gross floor
area, plus 1 space per fleet vehicle

: int of service intonded
.

1 space-per350-square-feet-of gross-floorarea

: int of service intonded
ior of the.Ci

1 space-per350-square-feetof gross-floorarea

Hospitals

1.5 spaces per bed

. ional facili

(Relocated above to community parks by the

Planning Commission on November 28, 2022)

rod ¢ il .
rad | " .

Places of worship

1 space per 4-3 2.66 seats in the main worship area
(Amended by the Planning Commission on
November 28, 2022)
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Use

Minimum-Reguirement-Maximum Parking Spaces

Residential care facility

1 space per 2 1.5 patient beds or 1 space per
apartment unit

. tiod farmily child

¥ el .

Schools (public and private) — elementary and middle

1.5 space per employee or 1 space per 4 3 seats in
the auditorium, whichever is greater

Schools (public and private) — high schools

1.5 2 spaces per classroom, plus 1 space per 10 7
students. If the school is designed to accommodate
related uses such as auditoriums, stadiums,
theatres, and gymnasiums, additional parking shall
may be provided at a rate of not to exceed 1 space
per 4 3 seats.

Institutions of higher education

1 space per 5 3 off-campus students
1 space per 18 7 on-campus students

1 space per 2% 3 employees

Miscellaneous

Unspecified uses

For uses not specified in Table 3.3.300, the Review
Authority must determine the mirimum maximum
number of reguired parking spaces allowed as part
of the development review process accompanying
the proposed use, based upon similar uses listed in
this table.

Transportation and parking demand management
(TPDM) plan

Institutional and employment master plans must
provide a transportation and parking demand
management (TPDM) plan in compliance with BDC
Chapter 4.5, Master Plans, and BDC Chapter 4.8,
Transportation and Parking Demand Management
(TPDM) Plan. All other development applications
may choose to develop a TPDM plan in compliance
with BDC Chapter 4.8, Transportation and Parking
Demand Management (TPDM) Plan.

Shelters

See BDC 3.6.600, Shelters
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of on-street spaces-is-permitted—(Relocated to 3.3.300.C.4 below)

C. Parking Location-and-Shared-Parking-Standards.

1. Location. Vehicle parking is allowed only on approved streets, within garages, carports and other
structures, or on driveways or parking lots that have been developed in conformance with this code.

Vehicle parking must not be located in a vehicle travel lane (including emergency or fire access lanes).

Specific locations for parking are indicated within the individual land use districts for some land uses

(e.g., the requirement that parking be located to side or rear of buildings, with access from alleys, for
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some uses). Off-street parking and maneuvering areas must not be located within the front setbacks

except for single-unit dwellings, ADUs, duplexes, triplexes and quadplexes.

2. Screening. Commercial or industrial off-street parking which adjoins a residentially designated district
shall must be effectively screened by a fence and landscaping with a minimum width of 10 feet unless

otherwise specified in this code.

6. 3. Availability of Facilities. Owners of off-street parking facilities may post a sign indicating that all

parking on the site is available only for residents, customers and/or employees. Signs shall must conform

to the standards in the Bend Code, Chapter 9.50, Signs.

4. On-Street Parking. On-street parking must follow the established or approved configuration of existing

on-street parking, except that angled parking may be allowed for some streets, where permitted by

City- OBPOT andlor County standards. An on-street parking space is defined as follows:
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a. Parallel parking, each 22 feet of uninterrupted curb, where allowed;

b. Forty-five-degree diagonal, each with 14 feet of curb, where allowed;

c. _Ninety-degree (perpendicular) parking, each with 12 feet of curb, where allowed;

d. Curb space must be connected to the lot that contains the use;

e. Parking spaces will not obstruct a required clear vision area or violate any law;

f. _ On-street parking spaces for a specific use may not be reserved exclusively by that use, but must

be available for general public use at all times. No signs or action limiting general public use of on-

street spaces is permitted; and

d. Accessible on-street parking spaces must be provided in compliance with the City of Bend

Standards and Specifications. (New standard)

(Relocated from 3.3.300.B.2)

D. Exceptions-and Special Standards for Commercial Customer Parking.
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2— 1. Special Standards for Commercial Customer Parking. The motor vehicle parking areas shall must be

located and designed to facilitate safe and convenient pedestrian and bicycle movement to and from
public sidewalks, streets, or transit stops. Ways to achieve this standard may include, but are not

limited to:

* Front facades and primary entrances of all buildings are oriented to a public street or a private
internal drive or street, to minimize pedestrian and bicycle travel through a parking area and to

provide safe, convenient, and direct travel routes for pedestrians;

* One or more raised walkways are provided through the parking areas, meeting Federal Americans
with Disabilities Act requirements, in order to provide safe, convenient, and direct travel routes for

pedestrians through the parking areas;

» Walkways abutting parking spaces or maneuvering areas are protected from vehicles through either

landscaping buffers, minimum three feet wide on each side, or curbs on both sides;

» Walkways across vehicle aisles are delineated by nonasphaltic material in a different color or

texture than the parking areas;

» On-site pedestrian walkways and bikeways connect to existing pedestrian and bicycle circulation

systems that serve adjacent commercial uses or residential areas;
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3.3.300)

« Internal drives or streets connect to public streets abutting the site, unless physically precluded by

preexisting buildings;

« Structures are located on the site to facilitate future infill and redevelopment of parking and

landscape areas;.

E. Electrical Service Capacity.

1

[~

|«

Applications submitted after March 31, 2023, for new multi-unit developments or new mixed-use

developments consisting of privately owned commercial space and five or more dwelling units must

provide sufficient electrical service capacity, as defined in ORS 455.417, at no less than 40 percent of

all vehicle parking spaces on a site containing the dwelling units. Townhomes are not included for

purposes of determining the applicability of this requlation.

New commercial buildings under private ownership must provide sufficient electrical service capacity,

as defined in ORS 455.417, at no less than 20 percent of all vehicle parking spaces on the site.

Fractional numbers derived from a calculation of the vehicle parking spaces must be rounded up to the

nearest whole number.
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Parking-Angle Stal-Width Stall-Depth . Curb-Length Bay-Width
Qe o.-g" 95 120 310
212 180 604
90" 200 240 840
100" 200 240 840

F. Parking Stall Standard Dimensions and Compact Car Parking.

1

All off-street parking stalls must be improved to conform to City standards for surfacing, stormwater

management and striping, and provide dimensions in accordance with Table 3.3.300.EF.1, Parking

Stall Dimensions and Figure 3.3.300.F.1, Parking Area Dimensions.
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Table 3.3.300.F.1. Parking Stall Dimensions

Parking Parking Curb 1 Way Aisle |2 Way Aisle Stall Depth
Angle Stall Type Width Length width Width (includes bumper overhanq)
(A) (B) ©) (D) (®)] (E)
Q° Standard 9 22’ 12’ 20’ 9
Compact 8 20’ 12’ 20’ 8
30¢° Standard 9 18’ 12’ 20’ 17.3
Compact 8 15.5’ 12’ 20’ 14.3
45 ° Standard 9 12.7 13’ 20’ 19.8
Compact 8 11.2 13’ 20’ 16.1°
60 ° Standard 9 104’ 18 20’ 21
Compact 8 9.2 18 20’ 17
90° Standard 9 9 24’ 24’ 20
Compact 8 8 24’ 24’ 17

(Delete table)

DRAFT Page | 31




Figure 3.3.300.F.1

Parking Area Dimensions

(Add Figure)

Parkmg angle{h}_k
V /Stall width [E.‘)\\

Aisle (D)
\Stall depth Parkin
perpendmular space or
to a|5|e \ stall
|-|—|-|
Curb length (C
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No more than 50 percent of the parking stalls provided on-site can be compact spaces.

|

The stopping edge of any curb or wheel stop must be placed no less than two feet from the end of

the parking stall. Where a curb or wheel stop is provided, the overhang of a vehicle past the curb or

wheel stop may be counted as part of the required parking stall depth, up to a maximum of two feet.

a. Where the curb abutting a pedestrian walkway is used as a wheel stop, a minimum of two

feet must be added to the width of the walkway.

b. A portion of a standard parking stall may be landscaped instead of paved, as follows:

i. The landscaped area may be a maximum of two feet from the stopping edge of a wheel stop

or curb, when such protective devices are provided, and may be counted as part of the

required parking stall depth, as shown in Figure 3.3.300.F.2.

Figure 3.3.300.F.2.

C IS AT
o B~
\__/

. F2t-a—2Y
" Stall Depth La'ndsca'po Stall Depth
Strip

ii. Landscaping that is part of the parking stall depth must be ground cover plants.

G. ADA Accessible Parking Spaces.

1. When parking is provided on-site aAccessible parking shall must be provided for disabled persons, in

conformance with the Federal Americans with Disabilities Act (ADA). Acecessible-parking-isincluded-inthe

otal-minimum-number-ofrequired-parking-spaces-inTable-3-3-300: On-site Aaccessible parking facilities
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shal-must comply with the design requirements of the current building code as adopted by the State of
Oregon.

2. If parking is not otherwise provided on-site, all developments subject to Site Plan Review in BDC

Chapter 4.2, Minimum Development Standards Review, Site Plan Review and Design Review, must

provide a minimum of one van-accessible parking stall on-site except as follows:

a. Developments in the Central Business (CBD) District.

b. Developments in the Bend Central District. See BDC 2.7.3200, Bend Central District (BCD).

c. Developments on lots or parcels smaller than 29;000 20,000 square feet.

(Amended by the City Council on January 18, 2023)

*kk

3.3.600 Bicycle Parking Standards.

All uses that are subject to site-developmentreview Site Plan Review or Minimum Development Standards

Review in BDC Chapter 4.2, Minimum Development Standards Review, Site Plan Review and Design Review

must provide bicycle parking, in conformance with the following standards—which-are-evaluated-during-site
developmentreview. This section does not apply to single-unit detached, manufactured dwellings, accessory

dwelling units, duplexes, triplexes, quadplexes, townhomes and cottage developments, and home businesses.

A. Number of Bicycle Parking Spaces. A minimum of one-u-rack sheltered-underan-eave-overhang;

independent structureor-similarcover to provide two bicycle parking spaces per use is required for all

uses subjectto-site-developmentreview. Table 3.3.600 lists additional standards that apply to specific
types of development. (Amended by the City Council on January 18, 2023)
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Table 3.3.600. Required On-Site Bicycle Parking
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Table 3.3.600. Required On-Site Bicycle Parking
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Table 3.3.600. Required On-Site Bicycle Parking

Use Reguirement
. . |
High-school
" i .
trade-school
Table 3.3.600. Reguired On-Site Bicycle Parking
Use Requirement

Multi-unit dwellings and

1 covered space per unit. Covered bicycle parking spaces may be located

micro-units with 5 units or

within a garage, storage shed, basement, utility room or similar area. In those

more

instances in which the residential complex has no garage or other easily

accessible storage unit, the bicycle parking spaces may be sheltered from-sun

and-precipitation under an eave, overhang, an independent structure, or similar

cover. (Amended by the Planning Commission on November 28, 2022)

Age restricted multi-unit

1 covered space per 10 units. Covered bicycle parking spaces may be located

within a garage, storage shed, basement, utility room or similar area. In those

instances in which the residential complex has no garage or other easily
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Table 3.3.600. Required On-Site Bicycle Parking

Use Reguirement

accessible storage unit, the bicycle parking spaces may be sheltered from-sun

and-precipitation under an eave, overhang, an independent structure, or similar

cover. (Amended by the Planning Commission on November 28, 2022)

Retirement home or 1 per 10 beds

assisted living complex

Hospital 1 space per 3,000 square feet for floor area

General commercial such | 1 per 2,500 square feet of floor area, 25% must be sheltered under an eave,

as retail trade, services, overhang, independent structure, or similar cover.

restaurants, and office

uses

Bulky merchandise 1 per 10,000 square feet, 25% must be sheltered under an eave, overhang,
independent structure, or similar cover.

Hotels/Motels 1 space per 10 rooms, 50% must be sheltered under an eave, overhang,

independent structure, or similar cover.

Street vendors, itinerant No bicycle spaces required

merchants, and similar

temporary sales
operations
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Table 3.3.600. Required On-Site Bicycle Parking

Reguirement

Parks

Two bicycle parking spaces within 50 feet of each developed play-ground, ball

field, and shelter

OR

8 per park

Stadium, arena, theater,

1 covered space for every 20 seats or 1 space per 20 persons allowed by

Clubs, lodges, places of

Building Code in the main assembly room or auditorium

worship, or similar uses

Public or private

recreational facility

1 per 1,000 square feet, 25% must be sheltered under an eave, overhang,

independent structure, or similar cover.

Parking lots

All public and commercial parking lots and parking structures must provide a

minimum of one bicycle parking space for every 10 motor vehicle parking

spaces.

Industrial uses without

1 space per 20,000 square feet, 100% must be sheltered under an eave,

retail trade or service

overhang, independent structure, or similar cover.

Industrial uses with retail

1 space per 20,000 square feet plus 1 space per 2,500 square feet of retail

space, 75% must be sheltered under an eave, overhang, independent

structure, or similar cover.
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Table 3.3.600. Required On-Site Bicycle Parking

Reguirement

Schools (elementary

through high school)

1 covered space for every 10 students. All spaces should be sheltered under

an eave, overhang, independent structure, or similar cover.

College, university or

trade school

1 space for every 10 motor vehicle spaces plus 1 covered space for every

dormitory unit. 50% of the bicycle parking spaces must be sheltered under an

eave, overhang, independent structure, or similar cover.

All other uses

*kk

*kk

1 u-rack sheltered under an eave, overhang, independent structure, or similar

cover to provide two bike parking spaces

Chapter 3.6

Special Standards and Regulations for Certain Uses

C. Affordable Housing Strategies. The City of Bend provides an incentive program to developers to assist in

the development of affordable housing.

*kk

4. Developments in compliance with subsection (C)(1) of this section may be eligible for the following

incentives unless otherwise specified:

*kk
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K%k

N. Home Business. The purpose of this subsection is to support those who are engaged in small business
ventures that could not necessarily be sustained if it were necessary to lease commercial quarters, or
which, by the nature of the venture, are appropriate in scale and impact to be operated within a primary
dwelling unit or in an approved accessory structure or accessory dwelling unit. More than one home
business may be operated on site provided the home businesses comply with the following standards

cumulatively. There are three classes of home businesses.

*%k%k

3. Class B Home Business. A Class B home business is one where the residents use their home as a
place of work and involves a limited number of nonresident employees and/or clients or customers

coming to the site.

*%k%k
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b. A Class B home business is intended to have minimal impact to the existing neighborhood and

must meet the general standards of subsection (N)(1) of this section and the following standards:

*kk

v ii. No more than 25 percent of the dwelling unit, including the floor area of garages, accessory

structures and an ADU, may be utilized for all home business uses.

v iv. A Class B home business is not permitted on a site with a Type Il short-term rental.

4. Class C Home Business. A Class C home business is one where the residents use their home as a
place of work and the scope of the business activities exceeds the standards for a Class B home

business.

*kk

b. A Class C home business is intended to have minimal impact to the existing neighborhood and
must meet the general operational standards of subsection (N)(1) of this section and the following

standards:

*k%k

v ii. A Class C home business is not permitted on a site with a Type Il short-term rental.

*%k%k

3.6.300 Nonresidential Uses

*k%k
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J. Neighborhood Commercial Sites

*kk

6. Parking Standard. In addition to the standings in BDC Chapter 3.3, Vehicle Parking, Loading and

Bicycle Parking, off-street parking, driveways, and other vehicular use and circulation areas cannot be

placed between a building and the street.
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*kk

3.6.400 Temporary Uses.

*kk

A. Seasonal Sales. Seasonal sales related to a holiday or seasonal event such as holiday tree sales and
Fourth of July fireworks sales occur only once in a calendar year and for no longer than 30 days. No

temporary use permit is required. However, the use shall must comply with the following standards:

*kk

4— 3. The vision clearance standards of BDC Chapter 3.1 are maintained and public rights-of-way are not
obstructed.

5. 4. Ingress and egress are safe and adequate and meet the access standards of BDC Chapter 3.1.
6— 5. The use is adequately served by sewer or septic system and water, if applicable.

# _6. The temporary use shall must terminate no later than 30 days after initial start-up.

*kk

D. Temporary Building. A temporary building such as a trailer, cargo container, or prefabricated building may
be used as a temporary commercial or industrial office or space associated with the primary use on a
property. Temporary buildings are subject to temporary use permit review and must meet all of the

following standards:

*kk
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3. Ingress and egress meet the applicable requirements of BDC Chapter 3.1.

5. 4. The temporary building complies with applicable building codes.

6. 5. The use can be adequately served by sewer or septic system and water, if applicable.

% 6. All locational standards for structures in the applicable zoning district are met (e.g., setbacks, height

and lot coverage).

8—7. The length of time that the temporary building will be used must not exceed 12 months. When a

temporary permit expires, the applicant or owner must remove the temporary building from the site.

9-8. Temporary buildings used for construction purposes are allowed on a site under construction and do
not need a temporary use permit; however, they must be removed 30 days after the final inspection is

complete.

E. Temporary Placement of Educational Modulars. The placement of educational modular classrooms may
be granted for up to two years without site plan approval through a temporary use permit application
approval. The temporary use permit application shalk-must contain a schematic site plan that shows the

following: (1) the type of modular proposed, and (2) the proposed placement location of the modular.

In addition to meeting the standards of subsections (D)(1) through (¥6) of this section, the application for a

temporary use permit for an education modular shaltmust also meet the following standards:

1. The parking requirements of BDC Chapter 3.3 shat-must be met for the permanent and temporary

structures.

2. The landscaping requirements in BDC Chapter 3.2 shallkmust be met.

*kk

G. Temporary Carnivals, Fairs, Parking Lot Sales and Warehouse Sales. Temporary carnivals, fairs,
parking lot sales and retail sales from a warehouse are permitted on developed commercial, industrial and
public facility sites for a maximum of 14 days each calendar year. No permit is necessary; however, the

following standards must be met:
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2. 1. The vision clearance standards of BDC Chapter 3.1 are maintained and public rights-of-way are not

obstructed; and

3. 2. Vehicle ingress and egress locations meet the access standards of BDC Chapter 3.1.

*kk

3.6.500 Short-Term Rentals.

*kk

B. Application Submittal Requirements. The following information shall-must be submitted to the City along

with a form approved by the City in order to apply for a STR permit.

1. The name, address, email address and telephone number of the owner of the short-term rental for
which the permit is to be issued, and the same for the authorized representative if different than the
owner. An application may be submitted by an owner with the buyer as the applicant and upon written

request, the approval will be granted to both the owner and the buyer.

2. Afloor plan identifying the number of bedrooms proposed for use.

3. Adiagram and/or photograph of the premises showing and indicating the number, location and

dimensions of designated on-site and abutting on-street parking spaces that-meet-the-minimum

4. Acknowledgment by signature that the owner and authorized representative have read all the

regulations relating to the operation of a short-term rental under BC Chapter 7.16.

5. Certification of the accuracy of the information submitted and agreement to comply with the conditions

of the permit.

6. Consent to inspection to ensure compliance with this section.

*kk

H. Parking. The following parking standards-are-is required, in accordance with BDC Chapter 3.3:
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2— 1. Eaeh-If on-site parking space is+equired-provided, each on-site space must be -te-be-a minimum of

20 feet deep by nine feet wide. Vehicle-parking-in-a-dwelling-unit's garage-orcarportmustbea
minimum-of 9 feet by 18 feet. Parking spaces may be in a garage or in an otherwise approved parking

space on the property, such as a driveway, provided the parking dimension for the spaces are met.
New parking spaces are required to be paved and cannot be gravel. The entirety of the parking space
must be accommodated on-site such that the space does not cross over the property line. Tandem

parking is allowed. (Amended by the Planning Commission on November 28, 2022)

N. Inspection. Any short-term rental applications submitted after April 15, 2015, shall-be are subject to

inspection prior to commencement of the use by the City for compliance with this section.

2. 1. The Community and Economic Development Director or designee may visit and inspect the site of a

short-term rental on a prescribed schedule to ensure compliance with all applicable regulations, during
normal business hours, and with reasonable notice and other procedural safeguards as necessary.

Code violations shall-be are processed in accordance with BDC Chapter 1.3, Enforcement.

*%k%k

3.6.600 Shelters.
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B. Review Process.

1. Type | Minimum Development Standards Review. The following shelters are reviewed through a Type |

Process:

a. A building expansion of up to 50 percent of the existing building area or up to 5,000 square feet,

whichever is less.

b. Expansion of an outdoor shelter use or parking of up to 50 percent of the existing outdoor shelter
use area or parking area or up to 5,000 square feet of new outdoor shelter use area or parking

area, whichever is less.

c. A change of use of a building or property that increases demand on public facilities andlorreguires
new-additional-parking-spaces. A determination that there is an increase in demand on public

facilities is made when:

i The development will result in an increase of trip generation by 20 percent or 100 average

daily trips (ADT); and/or

ii. The development will require that the water meter or water or sewer laterals be increased in

size.

A change of use of a building or property that does not increase demand on public facilities andfor

require-new-additional-parking-spaces does not require Minimum Development Standards Review

or Site Plan Review.

*%k%k

C. Shelters Standards. Shelters must comply with the following standards:

*k%k

9. On-Site Improvements. Reguired-pParking areas, aisles and turnarounds are exempt from the paving
standards required by this code. Driveway approaches must comply with City of Bend Standards and

Specifications.

*k%k
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E. Outdoor Shelters.

*kk

2. Off-Street Parking. There are no minimum or maximum parking requirements. A-minimum-o£0:-5

*k%k

F. Group Shelters.

*kk

2. Off-Street Parking. There are no minimum or maximum parking requirements. Minimum-0-25-spaces

G. Multi-Room Shelters.

*k%k

2. Off-Street Parking. There are no minimum or maximum parking requirements. A-minimum-0f0:25

*%k%k

Chapter 3.8

DEVELOPMENT ALTERNATIVES

*%k%k

3.8.200 Micro-Unit Development.

*%k%k
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In addition to BDC Chapter
3.3, Vehicle Parking, Loading and Bicycle Parking,-ard-BBC-2-7-3250,-Parking; the following apply-:

1. RS;RM-and-RH:-minimum-one-space-permicro-unit-There are no minimum parking reguirements.

5-3. Parking is prohibited between the street and the micro-unit development when more than three

parking spaces are provided. When more than three parking spaces are provided, backing onto the

street is not allowed.

*%k%k

3.8.300 Small Dwelling Unit Development.

*%k%

J. Parking Requirements.

*k%k

1. Minimum-one-space-persmalldwelling-unit-There are no minimum or maximum parking reguirements.
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*k%k

3.8.500 Cottage Housing Development.

*kk

K. Parking. Parking for CHDs must be located on the CHD property and identified on the tentative subdivision

plan and/or site plan. On-site parking must meet the following standards:

*k%k

There are no minimum or maximum parking requirements.

*kk

3.8.800 Urban Dwelling Sites.

*%k%

I. Off-Street Parking.

below: There are no minimum parking requirements. See BDC Chapter 3.3., Required Off-Street Vehicle

Parking Spaces for maximum parking requirements. Fhe-numberof parking-spaces-provided-by-any
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*k%k

3.8.1000Shared Courts.

*kk

H. Off-Street Parking.

1. Dwelling units: There are no minimum or maximum parking requirements. See-Fable-3-3-300;

3— 2. No parking is allowed within the private access drive. “No Parking” signs are required and must be

maintained.

4—3. Common off-street parking-including-guestparking; may abut the private access drive when located
outside of the minimum required dimensions of the private access drive. The off-street parking must be
located in a common tract and the homeowners’ association must be responsible for enforcing this

requirement.
5— 4. Parking is prohibited between the street and the dwelling units.
*kk
Chapter 4.2

MINIMUM DEVELOPMENT STANDARDS REVIEW, SITE PLAN REVIEW AND DESIGN REVIEW

*k%k
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4.2.400 Minimum Development Standards Review.

*kk

A. Minimum Development Standards Review for Single-Unit Detached Dwellings, Townhomes, Accessory

Dwelling Units, Duplexes, Triplexes, Quadplexes and Cottage Cluster Developments.

*%k%k

3. Approval Criteria. The Review Authority must approve, approve with conditions, or deny an application

for Minimum Development Standards Review based upon the criteria listed below.

K%k

b. The following standards are met:

K%k

vi. Driveways and required parking areas must be paved with asphalt, concrete or comparable
surfacing; a durable nonpaving material (e.g., grass-crete, eco-stone) may be used to reduce
surface water runoff and to protect water and air quality or a ribbon driveway may be used in
compliance with BDC 3.1.400. Gravel is not allowed. Driveway apron design and location
must conform to City of Bend Standards and Specifications and the City’s adopted
accessibility standards for sidewalks and walkways. If a driveway is existing and no changes
are proposed to the existing driveway and/or existing parking, then driveway and apron

improvements are not required for an ADU.

*k%k

B. Minimum Development Standards Review for All Other Uses.

1. Applicability. This subsection applies to development other than those in subsection (A) of this section

where there is:

*%k%k
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c. A change of use of a building or property that increases demand on public facilities andforreguires
new-additional-parking-spaces;. A determination that there is an increase in demand on public

facilities is made when:

The development will result in an increase of trip generation by 20 percent or 100 average

daily trips (ADT); and/or

ii. The development will require that the water meter or water or sewer laterals be increased in

*kk

3. Approval Criteria. The Review Authority shall approve, approve with conditions, or deny an application

for minimum development standards review based upon the criteria listed below.

c. The following standards are met:

*%k%k

iii. Fhe-minimum-reguired-numberof pParking spaces and vehicle circulation areas shall must be
paved and striped as specified in BDC Chapter 3.3, Vehicle Parking, Loading and Bicycle
Parking.

*%k%k

Chapter 4.8

TRANSPORTATION AND PARKING DEMAND MANAGEMENT (TPDM) PLAN

4.8.100 Purpose.

A tTransportation and pParking dDemand mManagement (TPDM) plan includes a wide range of strategies
intended to increase walking, biking, and transit use and reduce single-occupant vehicle trips and parking

demand.
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*k%k

4.8.500 Submittal Requirements.

In addition to the submittal requirements of BDC Chapter 4.7, Transportation Analysis, the proposed TPDM
plan must include the following information as deemed applicable by the Community and Economic

Development Director:

A. TPDM goals, objectives and policies.

B. Proposed types and approximate number of users (e.g., residents, employees, students, customers,

patients, visitors, clients, and deliveries).

C. Anticipated mode of travel by users (vehicle, biking, walking and transit).

D. Anticipated parking demand by time of day and/or demand by user.

E. Anticipated parking utilizing shared spaces.

F. Proposed number of on- and off-site parking spaces, including carpool, vanpool, car share and bike

parking.

G. Parking and trip demand analysis.

H. Estimated daily trip generation and peak hour of trips for the proposed use based on the ITE trip generation
rates (note: this may not be the p.m. peak of 4:00 to 6:00 p.m.; e.g., an institution of higher education may

have a peak hour of use that is different than the p.m. peak hour).

I.  Proposed trip ard-parking reduction measures in BDC Table 4.8.500 according to the following

requirements:

1. A maximum trip generation reduction rate of 25 percent for the peak hour of use will be considered for
combined trip reduction measures. If the TPDM plan including the applicant’s proposed trip reduction
measures and rates are approved by the City, the approved trip generation reduction rates will be

applied to the applicant’s Transportation Facilities Report in BDC Chapter 4.7, Transportation Analysis.
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Table 4.8.500 — Trip and-Parking-Reduction Measures

Eacility Provision M Trip Generation Parking
acili rovision Measures
y Reduction Rate Reduction
5% 0%
Project reserves a minimum of 10% of vehicle parking spaces 5% 5%
with designated signage for carpool, vanpool and car share
vehicles, with a minimum of one space required. The carpool,
vanpool and car share parking spaces must be provided free of
charge and located at the most desirable on-site location.
Provide on-site showers and lockers free of charge. 5% 5%
Provide enclosed bike lockers and/or fenced, covered bike 5% 5%
storage areas and/or a designated bike storage area inside a
building.
Project provides twice as many covered, secured bike parking 5% 5%
racks or facilities as required by BDC Chapter 3.3, Vehicle
Parking, Loading and Bicycle Parking.
Trip Generation Parking
Ongoing Incentive Measures P i i
Reduction Rates Reduction
Project is located within 1/4 mile of a transit facility and employer 5% 5%
participates in CET’s Group Bus Program.
Implement a carpool, vanpool and/or car share program (e.g., 5% 5%
carpool ride-matching for employees, assistance with vanpool
formation, provision of vanpool or car share vehicles). The
carpool, vanpool and car share parking spaces must be provided
free of charge and located at the most desirable on-site location.
Project charges the actual cost to provide on-site parking on an 5% 5%

annual basis for employee/student parking and provides free
parking for carpool, vanpool and car share vehicles. The carpool,
vanpool and car share parking spaces must be located at the
most desirable on-site location.
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Implement parking cash-out program for employees (nondriving
employees receive transportation allowance equivalent to the
value of subsidized parking).

5%

Provide a shuttle program or participation in an existing
recognized shuttle program subject to any fees for the existing
program.

5%

Flexible Scheduling — Allow employees to reduce their number of
weekly commute trips and shift work trips to nonpeak hour times
of day. Examples include:

* Teleworking — Allow employees to work from home or a
nonoffice location one or more days a week.

» Compressed Workweek — Enable employees to compress
regularly scheduled hours into fewer work days per week.

* Flexible Schedule — Allow employees to offset work hours from
the typical 9-5 standard and shift commute travel to off-peak
hours.

5%

Provide unbundled parking.

5%

Provide a bike-share program or free use of bikes on-site that is
available to all tenants/employees of the site.

5%

Provide a guaranteed ride home program.

5%

Participation in a transportation demand management (TDM)
incentive program recognized by the City (e.g., Commute
Options Partner Program).

5%

Other TPDM elements as approved by the City.

Up to 25%

*%k%k

4.8.800 Modifications.

A. Maodifications to an approved TPDM plan may be processed concurrently with a Type Il or Type lll

development application.

*k%k

DRAFT Page | 57



